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Preparation

Names and function of screen

Main Window

If two or more STR-LSA1s are connected, only one of them can be
attached at a time. When you want to attach the other STR-LSAI, first
right-click the icon of the currently attached STR-LSA1 and use the
right-click menu to detach it. Then right-click the icon of the desired
STR-LSA1 and use the right-click menu to attach it.

Note
Do not connect or disconnect i.LINK connecting cables while the
software is starting up.

g r.fE..r.qu!.-.- =
&= (=

[1] Audio Rack View
Click an icon to select a function. You can select one from your
computer, STR-LSA1, CDP-LSA1 or MDS-LSAL.

[2] Volume up/down buttons
Muting on/off button

[4] Sound window open button
You can adjust the speaker balance, Parametric EQ and EQ (bass,
mid and treble).

[5] Help button
Click this button to open Help.

[6] Close button
Click this button to quit Digital Link Manager.

Minimise button
Click this button to close the Main Window.
To open the window, click “LISSA” on the Taskbar.
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Audio Rack View

When you click an icon in the Audio Rack View, the active function is
switched and the corresponding Function View appears in the Main

Window.
= |
CETK
MEMORY |
= (=
Note
The displayed icon differs according to the condition of the components
etc.
Tip
When you right-click an icon, the menu for the component you selected
appears.
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Function View

The Function View is displayed for the component selected on
STR-LSAL.

If STR-LSA1 cannot be found or is not connected, the Function View is
displayed for the component selected in the Audio Rack View.

When you right-click on the Function View, the menu for the
component appears.

Note
When you select a detached component, no information appears in the
Function View.

My PC (Computer)

Gl

Click to display the play list and select a track.

List/Track name display

[2] Repeat button
Click this button to select (“RepeatAll”), (“Repeatl”) or
(“RepeatOff”).

Time display
The elapsed playing time is displayed.

Track position slide bar
Drag to the left or right for locating a desired point in a track.

(continued)
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[5] PC operation buttons
= Play/Pause button

O Stop button
EX1/E31 AMS (Previous/Next) buttons

[6] Combination button
Click this button to switch to the Combination View. (only when
MDS-LSAL1 is attached to the i.LINK configuration)

Play list button
Click this button to display the play list.

Save button
Click this button to store as a play list the newly created playing
order of audio files.

[9] Load button
Click this button to load a preset play list.

Right-click menus
¢ Load Playlist
Select to load a preset play list.
Save Playlist*
Select to store as a play list the newly created playing order of audio files.
¢ Add music file
Select to add an audio file to the play list.
All erase
Select to erase all audio files on the play list.

® Previous
¢ Play
* Stop
* Pause
¢ Next
* Repeat
Select to switch between “RepeatOff”, “RepeatAll” or “Repeatl”.
e List
Select to display the play list.

* This may be greyed out when there are no audio files on the play list.

(continued)
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STR (Tuner)

99 @

| T |

Power switch

[2] Band button
Click this button to switch between “FM” or “AM”.

Ping display
Click “STR” to display “B» B> <& <" in the front panel display of
STR-LSA1.

[4] Tuning mode button
Click this button to select “MANUAL”, “AUTO” or “PRESET”.

[5] Tuning buttons
Click these buttons to tune in a station.

[6] Memory button
Click this button to preset a radio station.

Preset list button
Click this button to display the preset list.

Combination button
Click this button to switch to the Combination View. (only when
MDS-LSAL1 is attached to the i.LINK configuration)

(continued)

uonesedaid H



[9] STR setup button
Click this button to display the STR setup window.
You can use the Sleep Timer function, and set the i.LINK Control
function and H.A.T.S. control function (refer to the operating
instructions for STR-LSA1).

STR SETUP

Bl Sleep [EXTHYI
E i.LINK Control

@ HATS.

Click each function to be activated (a check appears). Click again to
deactivate a function.

When you use the Sleep Timer function, click [@] and select a desired time.
While this function is activated, the remaining time is displayed and you
cannot change the time to turn off.

Right-click menus
e Attach
Select to attach a component connected by i.LINK connecting cable to the
i.LINK configuration.
® Detach
Select to detach a component connected by i.LINK connecting cable from the
i.LINK configuration.
PowerOn/Off
¢ Function*!
Select to switch between “Tuner” or “Analog in”.
® SetUp*!
Select to open the STR setup window.
e Band
Select to switch between “AM” or “FM”.
e FM mode*" *2
Select to switch between “Mono On” or “Mono Off”.
Preset List
Select to display the preset list.
® Preset Memory*! *2
Select to open the Memory window.

*1 This may be greyed out when STR-LSAL1 is turned off.

*2 This may be greyed out when a sound source other than “Tuner” is selected.

(continued)
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STR (Analog in)
When you click the “ANALOG IN” tab in the STR Function View, you
can listen to the sound of components connected to the STR-LSA1’s

ANALOG IN connectors.

uonesedaid H

Power switch

[2] Ping display
Click “STR” to display “B» B> <& <" in the front panel display of
STR-LSAI.

STR setup button
Click this button to display the STR setup window.
You can use the Sleep Timer function, and set the i.LINK Control
function and H.A.T.S. control function (refer to the operating
instructions for STR-LSA1).

STR SETUP

Bl Sleep [EXTHYI
E i.LINK Control

@ HATS.

Click each function to be activated (a check appears). Click again to
deactivate a function.

When you use the Sleep Timer function, click [M] and select a desired time.
While this function is activated, the remaining time is displayed and you
cannot change the time to turn off.

(continued)
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[4] Combination button
Click this button to switch to the Combination View. (only when
MDS-LSAL1 is attached to the i.LINK configuration)

uonesedaid H
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38369
[1] Power switch

[2] Disc/Track name display (name appears only for CD TEXT discs)
Click to display the play list and select a track.

Ping display
Click “CD” to display “B»= B> <& <" in the front panel display of
CDP-LSAL.

H.A.T.S. indicator
It lights up while the H.A.T.S. control function is activated.

[5] Repeat button
Click this button to select (“RepeatAll”), (“Repeatl”) or
(“RepeatOff”).

(6] Play mode button
Click this button to select “CONTINUE”, “SHUFFLE” or
“PROGRAM”. The play mode cannot be changed during playback.

Time display
Click to switch between the elapsed playing time or remaining time.

The display differs according to the condition or play mode.

Track position slide bar
Drag to the left or right for locating a desired point in a track.

(continued)
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[9] CD operation buttons
= Play /Pause button

O Stop button
EX1/E31 AMS (Previous/Next) buttons
EXl/E3 Fast reverse/Fast forward buttons

uonesedaid H

Combination button
Click this button to switch to the Combination View. (only when
MDS-LSAL1 is attached to the i.LINK configuration)

Play list button
Click this button to display the play list.
In Programme play mode, click this button to display the
programme list.

CD setup button (page 19)
Click this button to display the CD setup window.
You can change the displayed language and make a programme.

Eject button

Right-click menus
e Attach
Select to attach a component connected by i.LINK connecting cable to the
i.LINK configuration.
¢ Detach
Select to detach a component connected by i.LINK connecting cable from the
i.LINK configuration.
* PowerOn/Off
* Open/Close
® Previous
e Play
* Stop
¢ Pause
* Next
¢ PlayMode
Select to switch between “Continue”, “Program” or “Shuffle”.
® Repeat
Select to switch between “RepeatOff”, “Repeatl” or “RepeatAll”.
e List
Select to display the play list.
* SetUp
Select to open the CD setup window.
Disc Properties
Select to open the disc properties window.

(continued)
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Power switch

[2] Disc/Track name display
Click to display the play list and select a track.

Ping display
Click “MD” to display “B» B> < <" in the front panel display of
MDS-LSA1.

[4] LP indicator
The Rec Mode is displayed when the disc is stopped.
The Track Mode of the current track is displayed during playback
or recording.

[5] H.A.T.S. indicator
It lights up while the H.A.T.S. control function is activated.

[6] Repeat button
Click this button to select (“RepeatAll”), (“Repeatl”) or
(“RepeatOff”).

Play mode button
Click this button to select “CONTINUE”, “SHUFFLE” or
“PROGRAM”. The play mode cannot be changed during playback
or recording.

Time display

Click to switch between the elapsed playing time or remaining time.

The display differs according to the condition or play mode.

(continued)
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[9] Track position slide bar
Drag to the left or right for locating a desired point in a track.

MD operation buttons
= Play/Pause button

O Stop button

/B3] AMS (Previous/Next) buttons
EZ1/E3 Fast reverse/Fast forward buttons
B3 Record button

Combination button
Click this button to switch to the Combination View. (only when
another MDS-LSAL1 is attached to the i. LINK configuration)

Play list button
Click this button to display the play list.
In Programme play mode, click this button to display the
programme list.

uonesedaid H

MD setup button (page 30)
Click this button to display the MD setup window.

Eject button

Right-click menus

¢ Attach
Select to attach a component connected by i.LINK connecting cable to the
i.LINK configuration.

® Detach
Select to detach a component connected by i.LINK connecting cable from the
i.LINK configuration.

e PowerOn/Off

* Eject

® Previous

¢ Play

* Stop

* Pause

¢ Next

* Rec

¢ PlayMode
Select to switch between “Continue”, “Program” or “Shuffle”.

* Repeat
Select to switch between “RepeatOff”, “Repeatl” or “RepeatAll”.

(continued)
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e List
Select to display the play list.
* SetUp
Select to open the MD setup window.
¢ All Erase
Select to erase all tracks in the MD.
Disc Properties
Select to open the disc properties window.

uonesedaid H

Combination View

When you record to an MD, the Combination View is displayed instead
of the Function View.

Note
The repeat and play modes cannot be changed while the Combination
View is displayed.

My PC to MD Combination View

B

Rec it button
Click this button to record the current audio file.

[2] Synchro button
Click this button to use the Synchro Recording function.

List button
Click this button to display the PC and MD play lists.

[4] Function button
Click this button to switch to the Function View.

(continued)
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CD to MD Combination View

B

Rec it button
Click this button to record the current track.

[2] Synchro button
Click this button to use the Synchro Recording function.
“HIGH” appears when the deck is in high-speed CD Synchro-
Recording mode.

List button
Click this button to display the CD and MD play lists.

Function button
Click this button to switch to the Function View.

uonesedaid H
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STR (Tuner/Analog in) to MD Combination View

Tuner

= |

TUNER

=+

Analog in

B

[1] List button
Click this button to display the preset and MD play lists.

[2] Function button
Click this button to switch to the Function View.

uonesedaid H
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Operating a CD player

Listening to a CD

Listening to a CD using the Main Window

1 Click a CD icon in the Audio Rack View.

2 Click the Disc/Track name display in the Function View.

A list of tracks on the CD appears.

3 Selecta track you want to play in the play list.
Play starts at the track you selected.

Listening to a CD using the play list

1 Open the CD play list (page 12) in the Continue play.

63m59s

Im2és
4m30s
4m17s
5mi5s
Jmass
am2as
Sm15s
4m49s
2ma8s
4m48s
4md7s
4m49s
Smi7s
4m43s

(continued)
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2 Double-click [@), the track number or playing time of the track you
want to play on the CD play list.
Play starts at the track you double-clicked.
When you right-click a disc/track display and select “Properties”,
the following information appears:
Disc: Total Track Number, Total Disc Time, Disc title¥,
Disc Artist*
Track: Track Number, Track Playing Time, Track Title*,
Track Artist*
* This appears only for CD TEXT discs.

Playing tracks in a favourite order

1 Open the CD setup window (page 12) before playing a disc.

CD SETUP

Language

Mot CD-Text |l

Program list

2 Click “Program list”.
The program list set appears.

PROGRAM LIST SET

014 63ms0s PROGRAM LIST Total _Omoos.

001
002
003
004
005
006
007

008
009
010
o1
012
013

(continued)
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3 Drag and drop desired track displays from the CD play list into the
programme list.
You can make a programme of up to 25 tracks on the CD.
When you double-click a desired track display, the track will be
added to the end of the programme list.

4 Click “PLAY” to start playback.
To cancel the programme list, click “CANCEL".
When you click “OK”, the programme list that you just made will
be stored.

To erase a track from the programme list

Right-click a desired track display and select “Erase”.
To erase the entire programme, select “All Erase”.

19Ae|d @) e bunesado H
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Changing the displayed language

If you load a CD TEXT disc with multi-language capability, you can
select the displayed language.

1 Open the CD setup window (page 12).

CD SETUP

Language

English _____[id

Program list

2 Click [@ and select a desired language in the language list.
3 Click “OK” to close the CD setup window.

Notes

¢ The current displayed language appears only for CD TEXT discs.

e If the language memorised in a CD TEXT disc cannot be read,
“Unknown Lang” appears. Titles may not be displayed properly for
such discs.

¢ The selected language mode remains in the CDP-LSA1’s memory. If
you change the disc with one in which the selected language is not
memorised, English is used as the displayed language (for most
discs). Select the desired language again if necessary.

19Ae|d @) e bunesado I
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Operating the tuner

Listening to the radio

Listening to the radio in the Manual or Auto mode

1
2

Click the current STR icon in the Audio Rack View.

Click the “TUNER” tab in the Function View.
The Tuner Function View appears.

Click the band button to select “FM” or “AM”.

Click the tuning mode button repeatedly to select “MANUAL” or
“AUTO”.

Tune in a radio station.

When “MANUAL” is selected, click the tuning buttons repeatedly
to locate a station.

When “AUTO” is selected, click the tuning button. The frequency
changes while scanning for a station and scanning stops
automatically when a station is tuned in.

Presetting a radio station

1

2

3

Click “"MEMORY” after tuning in a station (see above).
The Memory window appears.

MEMORY

AM

Preset

Pege ENNS] Mo KNS
Name [

CANCEL

Click [ repeatedly to enter a preset page and preset number for
recording the station on the preset list.

Enter a station name.

(continued)
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4 Click “OK” if the displayed contents are correct.
The station is stored on the preset list.
To cancel presetting the station, click “CANCEL”.

Preset tuning

1 Click the current STR icon in the Audio Rack View.

2 Click the “TUNER” tab in the Function View.
The Tuner Function View appears.

3 Click the tuning mode button repeatedly to select “PRESET”, and
click the tuning buttons repeatedly to select a desired preset
station.

Or click the Frequency/Station name display and select a desired
preset station in the preset list.

Listening to the radio using the preset list

1 Open the preset list (page 8).

2 Click the preset tab (“A”, “B”, “C”) to select a desired preset page.
3 Double-click [@] or a desired preset station display.

Jauny ayy buneisado H
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Assigning a name to a station

Notes

* You can only input alphanumeric characters and the following
symbols:

M"#$% &' () +,—./;<=>2@[\]_{ 1}

ASCII characters (" “ 7) cannot be input.

Special characters that appear in the STR-LSA1 front panel display
cannot be displayed on the monitor of the computer. When there are
special characters, they are replaced by ASCII characters that are
most similar in appearance.

When an RDS broadcast includes station name information, that
name is displayed in place of the previously assigned preset station
name.

1 Open the preset list (page 8).

PRESET | A | B C

FM  88.40 MHz
AM 1422 KHz
FM 87.80 MHz
FM  89.10 MHz
AM 1242 KHz
FM  87.50 MHz
FM  87.50 MHz
FM 8750 MHz
FM  87.50 MHz
FM  87.50 MHz

1
2
3
F1
5

k=R --R N -

=

2 Click the preset tab (“A”, “B”, “C”) to select a desired preset page.
3 Select a preset station to which you want to assign a name.

Click the station name in the preset station display.

You are brought into the edit mode in which you can enter a

station name.

(continued)
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5 Enter a station name.
You can copy and paste an existing string using the menu which
appears when you right-click the station name.

6 Press the Enter key.
The station name you entered is saved.

To cancel assigning a name
Press the Esc key.

Right-click menus for the preset list
* Memory
Select to open the Memory window.
e Clear
Select to clear the preset station with the Delete key.
After selecting “Clear”, press the Delete key on the computer
keyboard.
You can also select two or more preset stations by clicking a preset
station display while pressing down the Ctrl key
e All Clear
Select to clear all the preset stations in the displayed preset page.
e Name In
Select to assign a name to the preset station.
e FM mode
Select to switch between “Mono On” or “Mono Off” for the preset
station.

To copy using drag & drop
You can copy a preset station by drag and drop.

If you drag a preset station and point to the preset tab (“A”, “B”, “C”),

you can copy it in a different preset page.

Jauny ayy buneisado H
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Operating an MD deck

Listening to an MD

Listening to an MD using the Main Window

1 Click an MD icon in the Audio Rack View.

2 Click the Disc/Track name display in the Function View.
A list of tracks in the MD appears.

3 Selecta track you want to play in the play list.
Play starts at the track you selected.

Listening to an MD using the play list

1 Open the MD play list (page 14) in the Continue play.

38m30s

Am23s
sm17s
4m5ds
4m30s
4m59s
4miis

5m3igs
4m12s

(continued)

}P9p an ue bunerado H

26



2 Double-click [@), the track number or playing time of the track you

want to play on the MD play list.

Play starts at the track you double-clicked.

When you right-click a disc/track display and select “Properties”,

the following information appears:

Disc: Disc Type, Total Track Number, Disc Name,

Total Disc Time, Disc Remain Time

Track: Track Number, Track Playing Time, Track Name,

Track Mode

Playing tracks in a favourite order

1 Open the MD setup window (page 14) before playing a disc.

MD SETUP

Input Select Sync Speed
[ co  H ® Normal € High

Rec Mode
o Stereo & LP2 & LP4 & Mono

[ Levelsync [ SmartSpace

Auto Mode
® AutoPause @ AutoSpace O Off Program list

Rec Level
| —
R m—

2 Click “Program list”.
The program list set appears.

PROGRAM LIST SET

38m3s PROGRAM LIST Total _Omo0s.

2

CANCEL

(continued)
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3 Drag and drop desired track displays from the MD play list into
the programme list.
You can make a programme of up to 25 tracks in the MD.
When you double-click a desired track display, the track will be
added to the end of the programme list.

4 Click “PLAY” to start playback.
To cancel the programme list, click “CANCEL".
When you click “OK”, the programme list that you just made will

be stored.

To erase a track from the programme list
Right-click a desired track display and select “Erase”.
To erase the entire programme, select “All Erase”.

Auto Pause Play

This function causes playback to pause at the end of each track.

1 Open the MD setup window (page 14) before playing a disc.
2 Click “AutoPause” in the Auto Mode (a check appears).
3 Click “OK” to close the MD setup window.
4 ciick =1
Auto Space Play

This function causes blanks inserted between tracks during playback.

1 Open the MD setup window (page 14) before playing a disc.
2 Click “AutoSpace” in the Auto Mode (a check appears).
3 Click “OK” to close the MD setup window.

4 Ciick =m.
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Assigning a name to an MD

Notes

* You can only input alphanumeric characters and the following
symbols:

M"#$% &' () +,—-./;<=>2@_"
If an MD encoded with the letters other than those above is played
back, the correct letters will not be displayed.

e If the MD write protect tab is set to protect, character input,
recording, editing, etc. will not be possible. Slide the write protect
tab so that character input is possible.

e This software allows up to 200 characters to be stored for each disc
title and track title.

¢ Names cannot be assigned during recording pause.

1 Open the MD play list (page 14).
2 Select a disc/track display to which you want to assign a name.

3 Click the disc/track name you selected in step 2.
You are brought into the edit mode in which you can enter a disc/
track name.

4q Input a desired name.
You can copy and paste an existing string using the edit menu
which appears when you right-click the disc/track name.

5 Press the Enter key.
The disc/track name you entered is saved and you are ready to
enter the next track name.

To cancel assigning a name
Press the Esc key.

}I9p @ ue bunesado H
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Recording to an MD

Notes

e If the MD write protect tab is set to protect, you cannot record to the
MD. Slide the write protect tab so that recording is possible.

* When “Sony i.LINK Audio Device” is selected as the preferred
playback device in the “Audio” tab of the “Multimedia Properties”
window (or “Sounds and Multimedia Properties” window for
Windows2000), warnings and other sounds produced by the
Windows operating system or other softwares are recorded to an MD
also. To avoid this, it is recommended that you select “PC sound
card” or another sound card before you start recording.

¢ To ensure proper recording, we recommed you quit all other
softwares before you start recording.

* When the setup menu on MDS-LSA1 is set to “T.Mark Lsync”, a track
number is automatically marked for every blank of about 1.5 seconds
in a track. For details, refer to the operating instructions for
MDS-LSAL.

Making setups for recording

1 Open the MD setup window (page 14).

Sync Speed
® Normal D) High

Auto Mode
# AutoPause @ AutoSpace 9 Off Program list

}P9p an ue bunerado H

Rec Level

| —
R m—

[1] Input Select
Click to select a recorded component.

[2] Sync Speed
Click to set a recording speed of Synchro-Recording.
You can specify “Normal” (normal-speed dubbing) or “High”
(high-speed dubbing) for CD Synchro-Recording.

(continued)
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Rec Mode

Click to select a recording mode, and set the Level Synchro and
Smart Space functions.

You can choose any of the four following recording modes:
“Stereo” for stereo recording at normal time, “LP2” for stereo
recording at 2 X normal time, “LP4” for stereo recording at

4 x normal time or “MONO” for monaural recording.

Rec Level
Click +/- to adjust the recording level.
You can also drag [ to the left or right for adjustment.

2 Seteach item as necessary.

3 Click “OK” to close the MD setup window.

Recording from a CD to an MD

1 Click [{ in the CD Function View.
The Combination View appears.

B
2 Click Em.
The MD stands by for recording and the CD stands by for
playback.

3 Click MD’s 1] in the Combination View.
Recording starts.

(continued)
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Recording a desired CD track to an MD

1 Click [E in the CD Function View.

2 Click to open the play list.

3 Drag desired track displays from the CD play list and drop them
into the MD play list.
You can also select two or more tracks at a time by clicking desired
track displays while pressing down the Ctrl key.

4 Click [EmE.

5 Click MD’s @& in the Combination View.
Recording starts.

Notes

® When recording CD tracks to an MD in this way, the selected CD tracks will

overwrite the CD programme list that was made on CDP-LSAI.
® You can select up to 25 tracks.
e After this operation, the CD play mode automatically changes to “Continue”.

Recording the current CD track to an MD
1 Click [E] in the CD Function View while playing a CD.
2 Click .

After a while, recording starts from the beginning of the current
track.

To stop recording
Click MD’s [] in the Combination View.

Recording from the radio to an MD

1 Click [{ in the Tuner Function View.
The Combination View appears.

B

2 Tunein the radio programme you want to record using the Tuner
Combination View (pages 22 and 23).

(continued)
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3 Click MD’s [ in the Combination View.
The MD stands by for recording.

4 Click MD’s 1] in the Combination View.
Recording starts.

To stop recording
Click MD’s [ in the Combination View.

Recording from the component connected to the
STR-LSA1’'s ANALOG IN connectors to an MD

1 Click [H in the Analog in Function View.
The Combination View appears.

[ ussa || = |

B

Prepare an audio component.

3 Click MD’s [ in the Combination View.
The MD stands by for recording.

4 Click MD’s 1 in the Combination View.
Recording starts.

To stop recording
Click MD’s [] in the Combination View.
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Recording from your computer to an MD

Note
You cannot record audio files from your computer to an MD with the
high-speed Synchro-Recording funcition.

1 Click [{ in the PC Function View.
The Combination View appears.

PC ;
3 07 Best of .. 34mbds

>

2 Click Em.
The MD stands by for recording and the PC stands by for playback.

3 Click MD’s 1 in the Combination View.
Recording starts.

Recording a desired audio file to an MD

1 Click [E in the PC Function View.

2 C(lick [E to open the play list.

3 Drag desired track displays from the PC play list and drop them
into the MD play list.
You can also select two or more audio files at a time by clicking
desired track displays while pressing down the Ctrl key.

4 Click [EmE.

5 Click MD’s @& in the Combination View.
Recording starts.

(continued)
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Recording the current audio file to an MD
1 Click [(] in the PC Function View while playing an audio file.
2 Click [E=E.

After a while, recording starts from the beginning of the current
audio file.

To stop recording
Click MD’s [] in the Combination View.
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Editing recorded MDs

Notes

e If the MD write protect tab is set to protect, you cannot edit the MD.
Slide the write protect tab so that editing is possible.

¢ No editing is possible when the Shuffle or Programme play is
selected. Be sure to select the Continue play before editing the MD.

Moving recorded tracks (MOVE)
1 Open the MD play list (page 14).
2 Right-click a desired track display to display the edit menu.

3 Select “Move”.
The Move window appears.

MOVE

Moving
(oot e am23s )

toNo. [ —

CANCEL

4 Enter the track number of the location you want to move the track
to.
You can also use B to enter the track number.

5 Click “OK”.
The selected track is moved to the specified position.
To cancel moving the track, click “"CANCEL".

To move a track using drag & drop
In step 2, drag a desired track display and drop it at the desired
position.
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Dividing recorded tracks (DIVIDE)
1 Open the MD play list (page 14).
2 Right-click a desired track display to display the edit menu.

3 Select “Divide”.
The Divide window appears.

DIVIDE

Adjust DIVIDE position

i

CANCEL

The rehearsal playback starts.

4q Drag [ to the left or right to adjust the position to divide.
You can also use [ to enter the time at which the track is divided.

5 Click “OK” when the rehearsal playback proves satisfactory.
The track is divided.
To cancel dividing the track, click “CANCEL”.
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Combining recorded tracks (COMBINE)

1
2

Open the MD play list (page 14).

Select two track displays you want to combine.
Click the first track display, then while pressing down the Ctrl key,
click the latter track display.

Right-click one of the selected track displays to display the edit
menu.

Select “Combine”.
The Combine window appears.

COMBINE

5mi7s )
4m31s )

9m40s )

CANCEL

The rehearsal playback starts.
To change the order of the combined tracks, click “REV”.

Click “OK” if the displayed tracks are correct.
The selected tracks are combined.
To cancel combining the tracks, click “CANCEL".

Note
Tracks recorded in different recording mode cannot be combined.
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Erasing recorded tracks (ERASE)

1 Open the MD play list (page 14).

2 Right-click a desired track display to display the edit menu.
To select two or more tracks, click track displays while pressing
down the Ctrl key, and right-click one of the track displays you
clicked.

3 Select “Erase”.
The Erase window appears.

sm17s )

CANCEL

To erase all tracks, select “All Erase”.

4 Click “OK” if the displayed message is correct.
The selected track(s) is erased.
To cancel erasing the track(s), click “CANCEL".
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Erasing part of a track (A-B ERASE)
1 Open the MD play list (page 14).
2 Right-click a desired track display to display the edit menu.

3 Select “A-B Erase”.
The A-B Erase window appears.

AB ERASE

Adjust position

I

A= B BEL-ES—E—|
CANCEL

The rehearsal playback starts.

4 Drag [f] or [{ to the left or right for adjustment.
Point A and point B are temporarily put together and the rehearsal
playback starts again.
You can also use B to enter the times for specifying the A-B part.

5 Click “OK” when the rehearsal playback proves satisfactory.
The specified A-B part is erased.
To cancel erasing the A-B part, click “CANCEL”.
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Undoing the last edit (UNDO)

1 Right-click the MD play list to display the edit menu after an edit.

2 Select “Undo”.
The Undo window appears.

Move Unido?

CANCEL

3 Click “OK” if the displayed message is correct.
The contents of the MD are restored to the condition before the
edit.
To cancel undoing the edit, click “CANCEL”.

Notes

* You cannot undo an edit if you do any of the following after the edit:
— Do another edit.
— Click [, B3] or EE5].
— Turn off MDS-LSA1 or eject the MD.
— Disconnect the mains lead.

* You cannot restore the contents of the MD to the condition they were
in prior to the S.F EDIT, even by undoing the edit.
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Changing the track level after recording (S.F EDIT)
LevelChange
1 Open the MD play list (page 14).
2 Right-click a desired track display to display the edit menu.

3 Point to “S.F Edit” and select “Track Level”.
The Level Change window appears.

S.F EDIT LevelChange

1

+12dB

—
=

oK ) (CANGEL)

The rehearsal playback starts.

4 cickE/= repeatedly to change the track level.
You can also use [ to enter the level for changing the track level.

5 Click “OK” if the displayed track level is correct.
The original track level changes to the specified level.

To cancel changing the track level, click “CANCEL”.

Fadeln/FadeOut
1 Open the MD play list (page 14).

2 Right-click a desired track display to display the edit menu.

(continued)
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3 Point to “S.F Edit” and select “Fade In” or “Fade Out”.
The Fade In window appears when “Fade In” is selected.

S.F EDIT Fadein
Fadein Point

DURATION (MAX15sec) [T=[Ini=]

Curve

o | @ / o~ | e~

(oK) ( CANCEL

The Fade Out window appears when “Fade Out” is selected.

S.F EDIT FadeOut
FadeOut Point

-
DURATION (MAX15sec) [T=[Ini=]

Curve

o _'“\ . \ ) _'\ ) \

(oK) ( CANCEL

The rehearsal playback starts.

4q Drag [ to the left or right for locating the end point of increase or
start point of decrease of the level.
You can select a fade in or fade out point of 1 to 15 seconds.
You can also use [ to enter the time for locating a desired point.

5 Sselect the type of curve for the fade in or fade out.

Click “OK” if the displayed contents are correct.
The original track level changes to the level you set in steps 4 and 5.
To cancel changing the track level, click “CANCEL”.

Notes

* You cannot change the level of tracks recorded in LP2 or LP4 mode.

¢ Changing the track level repeatedly using the S.F EDIT function
results in poor sound quality.

® Once the track level has been changed, it will not return exactly to the
original level even if you perform the S.F EDIT function again.
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Operating your computer

Listening to audio files

You can output audio files stored on your computer through STR-LSA1
and create play lists for audio files stored on your computer.

This software supports the playback of audio files with the following
extensions:

mp3, wma, wav

Note

Depending on the software used to create an audio file, you may not be
able to use the Digital Link Manager to play the file.

Registering audio files to a play list

1 Click the My PC icon in the Audio Rack View.

2 Open the PC play list (page 7).

000 PMon Title List 0mo00s

3 Drag and drop desired audio files into the play list.
You can register up to 255 audio files in a single play list.

(continued)
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To register audio files to a play list using the right-click
menu

Select “Add music file” in the right-click menu. Then select an audio
file and click “Open”.

The selected audio file is added to the play list.

To move an audio file within a play list
Drag an audio file and drop it at the desired position within the play
list.

To erase an audio file from a play list

Select “Erase” in the right-click menu.
To erase all audio files from a play list, select “All erase”.

To save a play list

By selecting “Save playlist” in the right-click menu, you can store as a
play list the newly created playing order of audio files.

The play list is loaded automatically the next time you start up the
software.

Tip

The file name of an audio file is displayed as a track name (or a list
name). Some audio files may include name information, but this
software does not support the display of this information.

Listening to an audio file using the Main Window

1 Click the My PC icon in the Audio Rack View.

2 Click the List/Track name display in the Function View.
A list of tracks on the play list appears.

3 Select an audio file you want to play in the play list.
Play starts at the audio file you selected.
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Listening to an audio file using the play list

1 Open the PC play list (page 7).

Jimsds

Am48s
5mi8s
5m30s
4mdbs
4m3bs
4mdss

5m19s

2 Double-click [@], the track number or playing time of the audio file
you want to play on the PC play list.
Play starts at the audio file you double-clicked.
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Other Features

Adjusting the sound

Speaker balance (SP.Balance)

1 Open the sound window (page 4).

sounp

SP.Balance

|

eaBANK [IEFEI |

10dB B

BASS MID TREBLE
MEMORY

2 click [/ [R] repeatedly to adjust the speaker balance.

Parametric equalizer (Parametric EQ)

1 Open the sound window (page 4).

2 Click [ and select “Parametric EQ 1”7, “Parametric EQ 2” or
“Parametric EQ 3”.

sounD

SP.Balance

|
(Zo1-TUT Parametric EQ 1 (6]

10dB

10KHz 20KHz

MEMORY

(continued)
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3 Drag [] in a desired direction for adjustment.
Faintly coloured lines: The waveform of each control
Dark coloured line: The composite waveform for all three

controls
When you right-click [, you can select the type of slope
(“Narrow”, “Middle”, “Wide”).
To return to the original sound, select “EQ FLAT” in the EQ bank.

Note
When the dark coloured line reaches 10 dB, [] cannot be dragged to
increase the level further.

Equalizer (EQ)
1 Open the sound window (page 4).

2 Click [ and select one of EQs (EQ1-5).

sounp

SP.Balance

|
£a Bank IEEE

R e ——

BASS MID  TREBLE
MEMORY

3 Drag [_] up or down to adjust each tone.

To return to the original sound, select “EQ FLAT” in the EQ bank.

|
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Presetting an adjusted sound

1 Click “"MEMORY” after adjusting a Parametric EQ or EQ.
The Memory window appears.

MEMORY
Memory to IEETR eIkl

10dB

0d8 5 = =

-10d8

-20dB8

-l0dB8
50Hz 100Hz z 10KHz 20KHz

canceL

2 Select a desired Parametric EQ or EQ number in the EQ bank.
The current setting is displayed.

3 Click “OK”.
The adjusted sound is stored in the EQ bank.
To cancel presetting the adjusted sound, click “CANCEL".

Using the EQ bank

=» Click [@ and select a desired Parametric EQ or EQ number in the

EQ bank.
The sound changes to the preset sound you selected.

http://www.world.sony.com/

Sony Corporation
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